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411 mm 572 mm

mm 283 383 533 650 700 850 1000
200 300 450 550 600 750 900

71.059.XXX 71.060.XXX 71.061.XXX 71.062.XXX 71.063.XXX 71.401.XXX 71.064.XXX

71.000.XXX 71.001.XXX 71.002.XXX 71.003.XXX 71.004.XXX 71.400.XXX 71.005.XXX

222.383.000 222.383.000 222.383.000 222.383.000 222.383.000 222.383.000 222.383.000

222.377.000 222.377.000 222.377.000 222.377.000 222.377.000 222.377.000 222.377.000

222.378.000 222.378.000 222.378.000 222.378.000 222.378.000 222.378.000 222.378.000

222.379.000 222.379.000 222.379.000 222.379.000 222.379.000 222.379.000 222.379.000

222.380.000 222.380.000 222.380.000 222.380.000 222.380.000 222.380.000 222.380.000

222.381.000 222.381.000 222.381.000 222.381.000 222.381.000 222.381.000 222.381.000

222.382.000 222.382.000 222.382.000 222.382.000 222.382.000 222.382.000 222.382.000

71.000.XXX 71.001.XXX 71.002.XXX 71.003.XXX 71.004.XXX 71.400.XXX 71.005.XXX

222.384.000 222.384.000 222.384.000 222.384.000 222.384.000 222.384.000 222.384.000

20.040.000 20.040.000 20.040.000 20.040.000 20.040.000 20.040.000 20.040.000

71.118.XXX 71.119.XXX 71.120.XXX 71.121.XXX 71.122.XXX 71.402.XXX 71.123.XXX

71.177.XXX 71.178.XXX 71.179.XXX 71.180.XXX 71.181.XXX 71.403.XXX 71.182.XXX

74.093.000 74.093.000 74.093.000 74.093.000 74.093.000 74.093.000 74.093.000

74.094.000 74.094.000 74.094.000 74.094.000 74.094.000 74.094.000 74.094.000

74.092.000 74.092.000 74.092.000 74.092.000 74.092.000 74.092.000 74.092.000

74.099.000 74.099.000 74.099.000 74.099.000 74.099.000 74.099.000 74.099.000

- - 71.236.XXX 71.237.XXX 71.238.XXX 71.404.XXX 71.239.XXX

- - 74.093.000 74.093.000 74.093.000 74.093.000 74.093.000

- - 74.092.000 74.092.000 74.092.000 74.092.000 74.092.000
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Clear height mm

Key Lock Art. no. Art. no. Art. no. Art. no. Art. no. Art. no. Art. no.

Housing including cylinder 
Separate lock

Housing excluding cylinder 
Common lock 

Cylinder 2C____ (number according to choice)

Cylinder 2C 1  (pre-defined number)

Cylinder 2C 2  (pre-defined number)

Cylinder 2C 3  (pre-defined number)

Cylinder 2C 4  (pre-defined number)

Cylinder 2C 5  (pre-defined number)

Cylinder 2C 6  (pre-defined number)

Housing excluding 
cylinder Master key 
system 

Cylinder for master key system

Master key (registered system)

Code Lock

Housing with electronic locking with combination code

Remote Lock

Housing with electronic remote locking

Basic programming key

Adapter 230/110 /12 VDC CH / EU / GB

Hand-held radio transmitter

Interlink cable 4-pole, 1850 mm long

Remote Lock Mobile

Housing with electronic remote locking including 
rechargeable battery

Basic programming key

Hand-held radio transmitter

W D

For locking systems  
see page 118  / 119

Note: The cabinet housing with a height of 283 mm, 383 mm or 533 mm can also be mounted in a suspended 
position. Matching suspension systems can be found on page 586.

Technisch Bureau Magema B.V. www.magema.com Telefoon: 0172-603484
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mm 50* 75 100 150 200 300
32,5 57,5 82,5 132,5 182,5 282,5

28,5 49 76 126 176 276

72.000.XXX 72.001.XXX 72.002.XXX 72.003.XXX 72.004.XXX 72.005.XXX

72.110.XXX 72.111.XXX 72.112.XXX 72.113.XXX 72.114.XXX 72.115.XXX

72.220.XXX 72.221.XXX 72.222.XXX 72.223.XXX 72.224.XXX 72.225.XXX

72.330.XXX 72.331.XXX 72.332.XXX 72.333.XXX 72.334.XXX 72.335.XXX

BC

18 x 27 E

119.001.000

50 80.379.000

50 80.378.00050 80.377.000

Drawers 
and partition material

H

Individual workstations

Thanks to the full range of drawer sizes, 
every cabinet housing can be adapted to 
match the respective stored items. The 
divisions, each spaced 25 mm apart, in the 
vertical supports of the cabinet housing, 
correspond to the drawer front height 
increments. Accordingly, drawers of various 
front heights can be installed in any order 
in the same cabinet housing. The inside 
drawer panels have a slotted grid in units of 
17 mm on all sides, which enables individual 
subdivision.

Tips for ordering
The clear height of the cabinet housing is the defining 
factor for the selection of drawers. The sum of the front 
heights (C) must correspond to the clear height (B) (see 
diagram). 

Load
For loading and load of drawers and drawer cabinets, 
please follow the assembly instruction and loading 
regulations. Load-bearing capacity applies with evenly 
distributed load.

Drawer catches
Standard
Standard specification including single-drawer blocking 
system.

Safety catch on the right
Is a minimum requirement for mobile cabinet drawers. 
The drawer catch mounted on the right side can be 
unfastened with only one hand and prevents drawers 
from opening unintentionally even when the cabinet is 
unlocked.

Safety catch on the right and left
Increased safety for applications in mobile facilities. The 
drawer catches mounted on both sides are operated 
with two hands on the left and right.

Double safety catch
Has all the features of a safety catch on the right and 
left, but is operated with one hand.

Lista units

Anti-slide mat
Coating: PVC special flexible foam,  
extremely tear-resistant and durable. 
Size 300 x 450 mm (W x D).

75

Designation Art. no.

Anti-slide mat, 
anthracite

Troughs
For front height mm Art. no.

6 troughs: 2 grooves, Ø 70 mm*
20 trough dividers: 2 grooves, Ø 70 mm*

Troughs
For front height mm Art. no.

6 troughs: 3 grooves, Ø 45 mm*
20 trough dividers: 3 grooves, Ø 45 mm*

Troughs
For front height mm Art. no.

6 troughs: 4 grooves, Ø 33 mm*
30 trough dividers: 4 grooves, Ø 33 mm*

* Note usable height of the drawer depends on 
inventory type.

Usable height mm

Side/back height mm

Load capacity 75 Art. no. Art. no. Art. no. Art. no. Art. no. Art. no.

Standard

Safety catch  
on the right

Safety catch  
on the right and left

Double safety catch

Technisch Bureau Magema B.V. www.magema.com Telefoon: 0172-603484
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306 x 459 mm

mm 50* 75 100 150 200 300
32,5 57,5 82,5 132,5 182,5 282,5

28,5 49 76 126 176 276

72.000.XXX 72.001.XXX 72.002.XXX 72.003.XXX 72.004.XXX 72.005.XXX

72.110.XXX 72.111.XXX 72.112.XXX 72.113.XXX 72.114.XXX 72.115.XXX

72.220.XXX 72.221.XXX 72.222.XXX 72.223.XXX 72.224.XXX 72.225.XXX

72.330.XXX 72.331.XXX 72.332.XXX 72.333.XXX 72.334.XXX 72.335.XXX

50 80.643.000

75 80.644.000

100 80.645.000

150 80.646.000

200 80.647.000

300 80.648.000

50 80.639.000

75 80.640.000

100 80.641.000

150 80.642.000

75 100.315.000

100 100.130.000

150 100.131.000

200 100.132.000

50 80.370.000

75 80.413.000

50 80.368.000

75 80.412.000

50 80.372.000

75 80.414.000
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Usable height mm

Side/back height mm

Load capacity 75 Art. no. Art. no. Art. no. Art. no. Art. no. Art. no.

Standard

Safety catch  
on the right

Safety catch  
on the right and left

Double safety catch

* Drawers with front height of 50 mm must be placed in the top position.
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Plastic boxes
For front height mm Art. no.

8 plastic boxes: 75 x 75 mm
4 plastic boxes: 75 x 150 mm
2 plastic boxes: 150 x 150 mm

Plastic boxes
For front height mm Art. no.

16 plastic boxes: 75 x 75 mm
4 plastic boxes: 75 x 150 mm

Plastic boxes
For front height mm Art. no.

24 plastic boxes: 75 x 75 mm

Dividers
For front height mm Art. no.

1 slotted divider: 27 E
2 metal separators: 9 E

Dividers
For front height mm Art. no.

2 slotted dividers: 27 E
6 metal separators: 6 E

Dividers
For front height mm Art. no.

2 dividers: 27 E

For partition material and labelling 
system see page 950.

Partition material sets excluding clip-on label holders. 
For effective heights of the partition material, see 
page 982-989.

Technisch Bureau Magema B.V. www.magema.com Telefoon: 0172-603484
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411 100 74.115.XXX

350 465 75 74.005.000

281 459 100 74.004.000

450 74.110.XXX

600 74.111.XXX

450 74.122.XXX

600 74.123.XXX

222.376.000

411 572 20 74.023.000

406 567 3 74.012.000

18 x 27 E

Cabinet accessories
for drawer cabinets

Individual workstations

Specification Width  
mm

Art. no.

For table depth 700 mm

Suspension adapters for all sizes of cabinets
For fastening the drawer cabinets to the table substructures.  
Specification: sheet steel. Colour: according to colour chart.

Pull-out and adjustable shelves
Thanks to the divisions each spaced 25 mm apart in the vertical supports of the cabinet housing, the 
shelves can be installed in the same cabinet housing in any order. Made of sheet steel, pigeon grey, 
NCS S 4502-B. Load capacity of pull-out shelf 75 kg, adjustable shelf 200 kg. 

Hinged doors
Made of sheet steel, as front cover for the pull-out and adjustable shelves mounted below the drawers in 
the housing. The sum of the hinged door front height and all drawer front heights must correspond to the 
clear height of the cabinet housing. Colour: according to colour chart.

* For more cylinders (common lock / master key system) see page
"Cabinet housing with Key Lock locking system."

Raised edges, 3-sided, and ribbed mat
Made of sheet steel, black, NCS S 9000-N, including ribbed mat, black. 

Lista units

Specification Usable 
width mm

Usable 
depth mm

Installation  
height mm

Art. no.

Adjustable shelf

Pull-out shelf

Specification Height  
mm

Lock Art. no.

Mounted on the right Without cylinder

Mounted on the right Without cylinder

Mounted on the left Without cylinder

Mounted on the left Without cylinder

Separately lockable cylinder*

Specification Width  
mm

Depth 
mm

Height  
mm

Art. no.

Raised edges with ribbed mat

Ribbed mat, individual

Technisch Bureau Magema B.V. www.magema.com Telefoon: 0172-603484
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411 572 53 74.034.000

137 100 400 74.071.000

137 100 400 74.072.000

411 540 50 74.045.000

411 540 100 74.046.000
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A practical tip
The hanging Lista cabinets can be adjusted 
parallel to the worktop and are therefore at the 
ergonomically correct height

Height of raised edges
mm

Width  
mm

Depth  
mm

Height 
mm

Direction of 
travel

Art. no.

Raised edges with ribbed mat Lengthwise

Specification Height  
mm

Wheel  
Ø mm

Direction of 
travel

Art. no.

With nylon caster set, black Lengthwise

With rubber castor set, grey Lengthwise

Pairs of castor supports
Set consisting of 2 swivel castors with brakes and 2 fixed castors. Castor supports hot galvanised.

Raised edges, 4-sided, with push-bar
Made of sheet steel, black, NCS S 9000-N, including ribbed mat, black. Push-bar consisting of handle 
holders in plastic, RAL 9006 white aluminium and aluminium tube, Ø 25 mm, clear anodised. 

Housing base
Made of sheet steel, for height compensation, black, NCS S 9000-N.

Tip

Specification Width  
mm

Depth  
mm

Height 
mm

Art. no.

Base

Base

Technisch Bureau Magema B.V. www.magema.com Telefoon: 0172-603484
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560 65.328.XXX

1600 65.329.XXX

910 2 x 36 39.882.000

1120 2 x 40 39.883.000

910 2 x 36 39.889.000

1120 2 x 40 39.890.000

39.475.000

15 65.330.XXX

1200 65.331.XXX

1500 65.332.XXX

2000 65.333.XXX

Specification Height  
mm

Art. no.

Perforated twice, per piece

Perforated twice, per piece

Support pillar profile for table superstructure
Fastened to individual workstation system. Fastening material included. Perforated with H holes, 50 mm 
apart, at the front and back, for attaching superstructure components without screws. Specification: steel 
profile. Colour: according to colour chart.

Superstructures and accessories
Separate components

Type Length
mm

Fluorescent tube
W

Art. no.

CH

CH

Protective earth + France

Protective earth + France

Table lamp for equipment rail
The table lamp is fastened to the equipment rail with the enclosed installation material. The reflective 
parabolic grid in the lamp head ensures bright, uniform, glare-free illumination. With electronic ballast. 
Guarantee period: 2 years. Installation material and fluorescent tube included. Specification: lamp housing 
aluminium. Colour: light grey, RAL 7035.

Individual workstations

Designation Art. no.

Carriage

Additional carriage
For equipment rail. Load-bearing capacity 2.5 kg. Specification: sheet steel construction, glossy galvanised.

Designation Art. no.

Extension profile, per piece

Extension profile for support pillar
Fastened to the support pillar profile. Fastening material included. Specification: steel construction.
Colour: according to colour chart.

Length
mm

Art. no.

Equipment rail
Including suspension mechanism. Without carriage. Specification: sheet steel. Colour: according to colour chart.

Items highlighted in blue without discount.
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750 350 44.013.XXX

1000 350 44.015.XXX

750 350 44.016.XXX

1000 350 44.017.XXX

750 300 750 295 44.027.XXX

750 350 750 345 44.033.XXX

1000 300 1000 295 44.034.XXX

1000 350 1000 345 44.035.XXX

750 300 700 295 44.036.XXX

750 350 700 345 44.037.XXX

1000 300 1000 295 44.039.XXX

1000 350 1000 345 44.040.XXX

300 288 100 95 100.447.000

300 288 150 145 100.448.000

300 288 200 195 100.449.000

350 338 100 95 100.452.000

350 338 150 145 100.453.000

350 338 200 195 100.454.000
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Specification Width
mm

Height
mm

Art. no.

Plain

Plain

Perforated

Perforated

Rear panels plain and perforated
The upper part of the support pillars can be assembled partially or completely with rear panels. All rear 
panels can be attached to the support pillars without screws. For perforated rear panels: with round holes 
Ø 36 mm, 19 mm apart and square holes 10  x  10 mm, 38 mm apart. Specification: sheet steel. 
Colour: according to colour chart.

Adjustable shelves, plain
The adjustable shelves are equipped with a lip on the long side. The adjustable shelves can be fitted with 
the lip either at the front or at the back. The adjustable shelves are attached to the support pillars, 
horizontally or inclined 15°, using 2 brackets without screws. Load-bearing capacity 25 kg. 
Shelf height 25 mm + 17 mm lip. Each with 2 brackets included. Specification: sheet steel. 
Colour: according to colour chart.

Width
mm

Depth
mm

Usable width
mm

Usable depth
mm

Art. no.

Slotted adjustable shelves
The adjustable shelves are equipped with a lip on the long side. Slots 15 mm apart for subdivision with 
dividers. The adjustable shelves are attached to the support pillars, horizontally or inclined 15°, without 
screws. Load-bearing capacity 25 kg. Shelf height 25 mm + 17 mm lip. Each with 2 brackets included. 
Specification: sheet steel. Colour: according to colour chart.

Width
mm

Depth
mm

Usable width
mm

Usable depth
mm

Art. no.

For further accessories
see page 548

Dividers
For subdividing slotted adjustable shelves. Specification: sheet steel.  
Colour: similar to light grey, RAL 7035.

Depth
mm

Usable depth
mm

Nominal height
mm

Usable height
mm

Art. no.

Technisch Bureau Magema B.V. www.magema.com Telefoon: 0172-603484
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530 165 360 20 39.373.XXX

540 170 100 20 39.369.XXX

750 430 714 424 90.292.XXX

1000 430 964 424 90.293.XXX

500 25 20 39.367.XXX

750 300 747 293 44.054.000

750 350 747 343 44.055.000

1000 300 997 293 44.056.000

1000 350 997 343 44.057.000

2 3 4

750 85 7 - 14 7 5 44.041.XXX

1000 85 9 - 18 9 6 44.042.XXX

Equipment box
The equipment box is equipped with 3 sloping shelves which can hold a total of 16 size 3 containers. With 
side carrying handles. Can be inserted into the equipment box holder (see below). 
Specification: sheet steel. Colour: according to colour chart.

Width mm Depth mm Height mm Art. no.

Width mm Depth mm Height mm Art. no.

Equipment box holder
With centring pivot for insertion into the swivelling arm. Bearing pin Ø 25 mm.
Specification: sheet steel. Colour: according to colour chart.

Width
mm

Depth
mm

Usable width
mm

Usable depth
mm

Art. no.

Plain swivelling shelves
The swivelling shelf is attached to the support pillars using 2 brackets without screws and is infinitely 
adjustable from a horizontal position up to an inclination of 30°. A lip at the front and back prevents work 
from sliding out. Shelf height: 25 mm + 17 mm lip. Load capacity: 50 kg. 
Specification: steel sheet with locking lever. Colour: according to colour chart. 

Length
mm

Bearing bush
Ø mm

Art. no.

Double-jointed swivel arm
The swivel arm is attached to the crossbar. Assembly options for: equipment box holder, monitor shelf. 
Specification: rectangular steel tube. with double joint. Colour: according to colour chart.

Individual workstations

Superstructures and accessories
Separate components

Width
mm

Depth
mm

Usable width
mm

Usable depth
mm

Art. no.

Ribbed mats for adjustable shelves
Non-slip rubber ribbed mat, suitable for adjustable shelf, with or without side edge. Colour: Black.

For storage containers 
see page 632  / 633

Width
mm

Height
mm

Container spaces for size Art. no.

Container strips
To hold size 2, 3 and 4 storage containers, can be attached to the support pillars without screws.
Max. load capacity 15 kg. Specification: sheet steel. Colour: according to colour chart.

Technisch Bureau Magema B.V. www.magema.com Telefoon: 0172-603484
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285 285 5 39.482.XXX

750 40.268.XXX

1000 39.874.XXX

39.884.000

39.885.000

39.891.000

39.892.000

160 x 105 3 39.886.000

23 80 5 90.283.000

750 40.269.XXX

1000 39.875.XXX
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Device swivel arm
The device swivel arm is rotatable and is attached to the support pillar. Device shelf 285 x 285 mm with 
4-side edge. Bearing pin Ø 8 mm. Specification: sheet steel. Colour: according to colour chart.

Width
mm

Depth
mm

Art. no.

Power conduits
The power conduits are attached to the support pillars of the table superstructures without screws or 
screwed to the tabletop (no drill holes in the tabletop). The power conduits are supplied either with type 
13 sockets (CH specification), protective earth sockets, France (type F) or British (type GB) sockets. All 
sockets types for 230 V. Available with residual current operated device (safety switch) 16 A nominal 
power 16 A, 30 mA tripping voltage. Every power conduit is equipped with a 3 metre long connecting 
cable. Protection class: IP 20. Specification: sheet steel, painted . Colour: according to colour chart. 
Guarantee period for power conduits: 2 years. Type F and GB on request.

Length
mm

Art. no.

Power conduit type CH
With FI safety switch and 4 230 V sockets,
on/off switch included.

Type Specification Art.-Nr.

CH With table leg assembly and support pillar attachment

CH With table leg assembly

Protective earth + France With table leg assembly and support pillar attachment

Protective earth + France With table leg assembly

Universal lamps for attachment to tabletop or support pillar
Universally usable lamp. The reflective parabolic grid in the lamp head ensures non-glaring illumination of 
the working area. An integrated electronic ballast prevents the light from flickering. Guarantee period: 
2 years. Lamp head 485 x 118 x 70 mm. The arm length is 830 mm. Working distance 500 mm. Bearing 
pin Ø 16 mm. Specification: 1  compact 36 W fluorescent tube.  
Colour: light grey, RAL 7035.

Magnifier dimensions
mm

Dioptres Art. no.

Magnifier attachment for universal lamp
A glass magnifier can be fitted on the light fixture easily, turning it into an all-purpose lamp and enabling 
individual use of the magnifier attachment.

Width
mm

Depth
mm

Art. no.

Support pillar lamp holder
For commercially available lamps with bearing pin Ø 16 mm or 18 mm (with holding sleeve). 
Specification: made of sheet steel, glossy galvanised.

Length
mm

Art. no.

Power conduit type protective earth
With FI safety switch and 4 230 V sockets,
on/off switch included.

Items highlighted in blue without discount.

Items highlighted in blue without discount.
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