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mm 700 800 1000 1000
600 700 900 75 / 800*

17.840.XXX 17.842.XXX 17.844.XXX 17.844.XXX

17.841.XXX 17.843.XXX 17.847.XXX 17.845.XXX

49.060.000 49.060.000 49.060.000 49.060.000

17.841.XXX 17.843.XXX 17.847.XXX 17.845.XXX

49.067.000 49.067.000 49.067.000 49.067.000

49.061.000 49.061.000 49.061.000 49.061.000

49.062.000 49.062.000 49.062.000 49.062.000

49.063.000 49.063.000 49.063.000 49.063.000

49.064.000 49.064.000 49.064.000 49.064.000

49.065.000 49.065.000 49.065.000 49.065.000

49.066.000 49.066.000 49.066.000 49.066.000

17.841.XXX 17.843.XXX 17.847.XXX 17.845.XXX

49.068.000 49.068.000 49.068.000 49.068.000

20.040.000 20.040.000 20.040.000 20.040.000

49.070.000 49.070.000 49.070.000 49.070.000

15.079.000 15.079.000 15.079.000 15.079.000

15.525.000 15.525.000 15.525.000 15.525.000

15.077.000 15.077.000 15.077.000 15.077.000

15.078.000 15.078.000 15.078.000 15.078.000

16.817.000 16.817.000 16.817.000 16.817.000

717 mm 725 mm

75

36 x 36 E

Hardware cabinets  
with Key Lock or Code Lock

Clear height mm

Housing Art. no. Art. no. Art. no. Art. no.

Prepared for built-in hinged door set 

Hinged door set for Key Lock

Hinged door set 
excluding clasp lock, 
Separately lockable

Clasp lock (random number)

Hinged door set 
excluding clasp lock,
Common lockable

Clasp lock 2C____ (number according to choice)

Clasp lock 2C 1  (pre-defined number)

Clasp lock 2C 2  (pre-defined number)

Clasp lock 2C 3  (pre-defined number)

Clasp lock 2C 4  (pre-defined number)

Clasp lock 2C 5  (pre-defined number)

Clasp lock 2C 6  (pre-defined number)

Hinged door set 
excluding clasp lock, 
 for Master key system

Clasp lock for master key system

Master key (registered system)

Code Lock

Clasp lock with electronic locking per number code

Power supply

Specification  /type Art. no. Art. no. Art. no. Art. no.

Including fan, without power strip

CH

Protective earth

F

GB

H

W D

Hardware cabinet
The welded sheet steel construction 
enables configuration of Quality Stations 
and computer cabinets. The built-in 
hinged door set has a bar lock and a 
recess for the clasp lock. The clasp lock 
including the cylinder must be ordered 
separately. The housing cover has 2 
recesses Ø 60 mm for vertical cabling of 
hardware. The vertical supports are 
slotted in 25 mm increments and can 
hold further equipment extensions (but 
no drawers). A country-specific 5-socket 
power strip (230V) with an illuminated 
switch and a 5 metre long connecting 
cable, for connection to the power grid, 
are installed in the cabinet. A built-in fan 
protects the equipment from dirt. 
The cabinet housing is prepared for 
lateral screw connection, screw 
connection to worktop or to the quality 
cabinet as well as for floor anchoring. 
Specification: sheet steel. Colour: 
according to colour chart.

Hardware cabinet with integrated 
drawer
A 75 mm high drawer with full extension 
is integrated above the hinged door set. 
The drawer is fixed when it is open or 
closed by a slider in the door strip.

Lista units

Test and inspection workstations

Please state the existing cylinder number when placing 
a repeat order

Required for operation

Colours
Housing doors and fronts available in 12 standard 
colours. Multi-colour painting also possible.  
When ordering, please use the desired 
three-digit  colour code (instead of XXX).
Customised colours on request.

For colour information see  
bookmark or fold-out

Technisch Bureau Magema B.V. www.magema.com Telefoon: 0172-603484



© 2011   www.lista.com 613

mm 700 800 1000 1000
600 700 900 75 / 800*

17.840.XXX 17.842.XXX 17.844.XXX 17.844.XXX

17.841.XXX 17.843.XXX 17.847.XXX 17.845.XXX

49.060.000 49.060.000 49.060.000 49.060.000

17.841.XXX 17.843.XXX 17.847.XXX 17.845.XXX

49.067.000 49.067.000 49.067.000 49.067.000

49.061.000 49.061.000 49.061.000 49.061.000

49.062.000 49.062.000 49.062.000 49.062.000

49.063.000 49.063.000 49.063.000 49.063.000

49.064.000 49.064.000 49.064.000 49.064.000

49.065.000 49.065.000 49.065.000 49.065.000

49.066.000 49.066.000 49.066.000 49.066.000

17.841.XXX 17.843.XXX 17.847.XXX 17.845.XXX

49.068.000 49.068.000 49.068.000 49.068.000

20.040.000 20.040.000 20.040.000 20.040.000

49.070.000 49.070.000 49.070.000 49.070.000

15.079.000 15.079.000 15.079.000 15.079.000

15.525.000 15.525.000 15.525.000 15.525.000

15.077.000 15.077.000 15.077.000 15.077.000

15.078.000 15.078.000 15.078.000 15.078.000

16.817.000 16.817.000 16.817.000 16.817.000

590 420 15.986.000

550 725 25 74.108.000

439 462 250 16.821.000

655 618 75 74.106.000

75 57,5 75 72.058.XXX

Clear height mm

Housing Art. no. Art. no. Art. no. Art. no.

Prepared for built-in hinged door set 

Hinged door set for Key Lock

Hinged door set 
excluding clasp lock, 
Separately lockable

Clasp lock (random number)

Hinged door set 
excluding clasp lock,
Common lockable

Clasp lock 2C____ (number according to choice)

Clasp lock 2C 1  (pre-defined number)

Clasp lock 2C 2  (pre-defined number)

Clasp lock 2C 3  (pre-defined number)

Clasp lock 2C 4  (pre-defined number)

Clasp lock 2C 5  (pre-defined number)

Clasp lock 2C 6  (pre-defined number)

Hinged door set 
excluding clasp lock, 
 for Master key system

Clasp lock for master key system

Master key (registered system)

Code Lock

Clasp lock with electronic locking per number code

Power supply

Specification  /type Art. no. Art. no. Art. no. Art. no.

Including fan, without power strip

CH

Protective earth

F

GB

Accessories
for hardware cabinets

Keyboard insert
Is mounted in a 75 mm drawer in just a few simple steps. 
When the keyboard is pulled out, a mechanism lifts it into 
a comfortable position and locks the drawer in an open 
position. The mouse pad can be positioned on the left or right. 
Specification: Insert made of sheet steel. Colour: light grey, 
RAL 7035.

Equipment extension
Additional equipment extensions can be installed in the 
hardware cabinet in 25 mm increments. Load-bearing capacity 
75 kg. Specification: sheet steel. Colour: grey, NCS S 4502-R.

Equipment stand
Can be attached to the equipment extension as a second level 
for a  printer or printer paper (see above). Specification: sheet steel. 
Colour: grey, NCS S 4502-R.

Width
mm

Depth
mm

Art. no.

Usable width
mm

Usable depth
mm

Height
mm

Art. no.

Width
mm

Depth
mm

Height
mm

Art. no.

Adjustable shelf, plain
Height-adjustable every 25 mm, with strengthening ribs on the 
underside. Load-bearing capacity 200 kg. Including 2 support 
brackets. Specification: sheet steel. Colour: grey, NCS S 4502-R.

Width
mm

Depth
mm

installation height
mm

Art. no.

Drawer
The drawer walls are all equipped internally with a slotted grid in 
units of 17 mm, which means each can be sub-divided as required. 
Specification: sheet steel. Colour: according to colour chart.

Height
mm

Usable depth
mm

Load capacity Art. no.

* With built-in door set 		
   Partial height 825 mm
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For integrated drawer
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mm 717
604

17.860.XXX

17.861.XXX

222.376.000

17.861.XXX

222.383.000

222.377.000

222.378.000

222.379.000

222.380.000

222.381.000

222.382.000

17.861.XXX

222.384.000

20.040.000

717 mm 350 mm

Clear height mm

Key Lock Art. no.

Housing
for hinged door

Hinged door excluding cylinder
Separately lockable

Cylinder (random number)

Hinged door excluding cylinder
Common lockable

Cylinder 2C____ (number according to choice)

Cylinder 2C 1  (pre-defined number)

Cylinder 2C 2  (pre-defined number)

Cylinder 2C 3  (pre-defined number)

Cylinder 2C 4  (pre-defined number)

Cylinder 2C 5  (pre-defined number)

Cylinder 2C 6  (pre-defined number)

Hinged door excluding cylinder for
Master key system

Cylinder for master key system

Master key (registered system)

H

Monitor stand 
for hardware cabinets, with Key Lock

Monitor stand
The monitor stand for flat-screen monitors 
is configured into a computer cabinet in 
combination with the hardware cabinet. 
Usable dimensions of monitor 
compartment: 
600 x 317 x 618 mm (W x D x H). Size of 
viewing window: 476 x 496 mm (W x H). 
Specification: sheet steel. Hinged door 
mounted on the right with viewing 
window made of 4 mm toughened safety 
glass, recessed grip along with recess for 
lock. Colour: according to colour chart.

Lista units

Colours
Housing and doors available in 12 standard colours. 
Multi-colour painting also possible. When ordering, 
please use the three-digit colour code (instead of 
XXX). Customised colours on request.

For colour information see  
bookmark or fold-out

Test and inspection workstations

W D

Please state the existing cylinder number when placing a 
repeat order

Required for operation

Technisch Bureau Magema B.V. www.magema.com Telefoon: 0172-603484
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mm 700 800 1000
600 700 900

71.090.XXX 71.091.XXX 71.093.XXX

71.031.XXX 71.032.XXX 71.034.XXX

222.383.000 222.383.000 222.383.000

222.377.000 222.377.000 222.377.000

222.378.000 222.378.000 222.378.000

222.379.000 222.379.000 222.379.000

222.380.000 222.380.000 222.380.000

222.381.000 222.381.000 222.381.000

222.382.000 222.382.000 222.382.000

71.031.XXX 71.032.XXX 71.034.XXX

222.384.000 222.384.000 222.384.000

20.040.000 20.040.000 20.040.000

71.149.XXX 71.150.XXX 71.152.XXX

717 mm 725 mm

36 x 36 E

Drawer cabinets 
with Key Lock or Code Lock

Clear height mm

Key Lock Art. no. Art. no. Art. no.

Housing including cylinder 
Separately lockable

Housing including cylinder 
common lockable

Cylinder 2C____ (number according to choice)

Cylinder 2C 1  (pre-defined number)

Cylinder 2C 2  (pre-defined number)

Cylinder 2C 3  (pre-defined number)

Cylinder 2C 4  (pre-defined number)

Cylinder 2C 5  (pre-defined number)

Cylinder 2C 6  (pre-defined number)

Housing excluding cylinder  
Master key system

Cylinder for master key system

Master key (registered system)

Code Lock

Housing with electronic locking by number code

H

W D

Drawer cabinet
The welded sheet steel construction has 
vertical supports with 25 mm divisions which 
enable optional installation of drawers with 
different front heights. The cabinet housing 
is prepared for lateral screw connection, 
screw connection to a worktop or a quality 
cabinet as well as for floor anchoring. 
Central lock, single-drawer blocking system 
at the same time.

Colours
Housing available in 12 standard colours.  
When ordering, please use the desired three-
digit colour code (instead of XXX).
Customised colours on request.
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For colour information see  
bookmark or fold-out

Please state the existing cylinder number when placing a 
repeat order

Required for operation

Technisch Bureau Magema B.V. www.magema.com Telefoon: 0172-603484
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mm 50* 75 100 150 200 250 300
32,5 57,5 82,5 132,5 182,5 232,5 282,5

28,5 49 76 126 176 226 276

75 72.057.XXX 72.058.XXX 72.060.XXX 72.064.XXX 72.066.XXX 72.068.XXX 72.070.XXX

200 - 72.059.XXX 72.061.XXX 72.065.XXX 72.067.XXX 72.069.XXX 72.071.XXX

75 72.167.XXX 72.168.XXX 72.170.XXX 72.174.XXX 72.176.XXX 72.178.XXX 72.180.XXX

200 - 72.169.XXX 72.171.XXX 72.175.XXX 72.177.XXX 72.179.XXX 72.181.XXX

75 - - - - 72.700.XXX 72.702.XXX 72.704.XXX

200 - - - - 72.701.XXX 72.703.XXX 72.705.XXX

- - - - 14.667.000 14.667.000 14.667.000

75 - - - - 72.700.XXX 72.702.XXX 72.704.XXX

200 - - - - 72.701.XXX 72.703.XXX 72.705.XXX

- - - - 14.691.000 14.691.000 14.691.000

- - - - 14.692.000 14.692.000 14.692.000

- - - - 14.693.000 14.693.000 14.693.000

- - - - 14.694.000 14.694.000 14.694.000

- - - - 14.695.000 14.695.000 14.695.000

- - - - 14.696.000 14.696.000 14.696.000

- - - - 14.697.000 14.697.000 14.697.000

75 - - - - 72.700.XXX 72.702.XXX 72.704.XXX

200 - - - - 72.701.XXX 72.703.XXX 72.705.XXX

- - - - 14.689.000 14.689.000 14.689.000

- - - - 20.040.000 20.040.000 20.040.000

75 200

36 x 36 E

H

Drawers  
with drawer catches and accessories

Lista units

Thanks to the full range of drawer sizes, 
every cabinet housing can be adapted 
to match the respective stored items. 
The divisions, each spaced 25 mm apart, 
in the vertical supports of the cabinet 
housing, correspond to the drawer front 
height increments. Accordingly, drawers 
of various front heights can be installed 
in any order in the same cabinet housing. 
The inside drawer panels have a slotted 
grid in units of 17 mm on all sides, which 
enables individual subdivision.

Drawer catches
Standard
Standard specification including single-drawer blocking system.

Safety catch on the right
Is a minimum requirement for mobile drawer cabinets. The drawer catch mounted on 
the right side can be unfastened with only one hand and prevents drawers from opening 
unintentionally even when the cabinet is unlocked.

Individually lockable
The drawers in the front are equipped with a separate cylinder lock with bar. Locking 
takes place in a strike plate which can be mounted with the drawer at any desired 
installation height.

Lista Script labels
Using the free labelling programme Lista Script, it is 
easy to design plastic boxes, clip-on label holders, 
drawer handles and cabinet labelling. The software 
can be downloaded at 

www.lista.com/script

Tip

Test and inspection workstations

For labels for drawer  
handles see page 1000

Please state the existing cylinder number when placing 
a repeat order

Required for operation

Usable height mm

Side/back height mm

Lock in cabinet housing Art. no. Art. no. Art. no. Art. no. Art. no. Art. no. Art. no.

Standard

Safety catch on the right

Key Lock

Drawer, individually lockable excluding 
cylinder with bar Separately lockable

Cylinder (random number)

Drawer, individually lockable excluding 
cylinder with bar Common lockable

Cylinder 2C____ (number according to choice)

Cylinder 2C 1  (pre-defined number)

Cylinder 2C 2  (pre-defined number)

Cylinder 2C 3  (pre-defined number)

Cylinder 2C 4  (pre-defined number)

Cylinder 2C 5  (pre-defined number)

Cylinder 2C 6  (pre-defined number)

Drawer, individually lockable excluding 
cylinder with bar for master key system

Cylinder for master key system

Master key (registered system)

Technisch Bureau Magema B.V. www.magema.com Telefoon: 0172-603484
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mm 50* 75 100 150 200 250 300
32,5 57,5 82,5 132,5 182,5 232,5 282,5

28,5 49 76 126 176 226 276

75 72.057.XXX 72.058.XXX 72.060.XXX 72.064.XXX 72.066.XXX 72.068.XXX 72.070.XXX

200 - 72.059.XXX 72.061.XXX 72.065.XXX 72.067.XXX 72.069.XXX 72.071.XXX

75 72.167.XXX 72.168.XXX 72.170.XXX 72.174.XXX 72.176.XXX 72.178.XXX 72.180.XXX

200 - 72.169.XXX 72.171.XXX 72.175.XXX 72.177.XXX 72.179.XXX 72.181.XXX

75 - - - - 72.700.XXX 72.702.XXX 72.704.XXX

200 - - - - 72.701.XXX 72.703.XXX 72.705.XXX

- - - - 14.667.000 14.667.000 14.667.000

75 - - - - 72.700.XXX 72.702.XXX 72.704.XXX

200 - - - - 72.701.XXX 72.703.XXX 72.705.XXX

- - - - 14.691.000 14.691.000 14.691.000

- - - - 14.692.000 14.692.000 14.692.000

- - - - 14.693.000 14.693.000 14.693.000

- - - - 14.694.000 14.694.000 14.694.000

- - - - 14.695.000 14.695.000 14.695.000

- - - - 14.696.000 14.696.000 14.696.000

- - - - 14.697.000 14.697.000 14.697.000

75 - - - - 72.700.XXX 72.702.XXX 72.704.XXX

200 - - - - 72.701.XXX 72.703.XXX 72.705.XXX

- - - - 14.689.000 14.689.000 14.689.000

- - - - 20.040.000 20.040.000 20.040.000

16.838.000

240** 80.836.000

260** 80.837.000

612 x 612 mm

Usable height mm

Side/back height mm

Lock in cabinet housing Art. no. Art. no. Art. no. Art. no. Art. no. Art. no. Art. no.

Standard

Safety catch on the right

Key Lock

Drawer, individually lockable excluding 
cylinder with bar Separately lockable

Cylinder (random number)

Drawer, individually lockable excluding 
cylinder with bar Common lockable

Cylinder 2C____ (number according to choice)

Cylinder 2C 1  (pre-defined number)

Cylinder 2C 2  (pre-defined number)

Cylinder 2C 3  (pre-defined number)

Cylinder 2C 4  (pre-defined number)

Cylinder 2C 5  (pre-defined number)

Cylinder 2C 6  (pre-defined number)

Drawer, individually lockable excluding 
cylinder with bar for master key system

Cylinder for master key system

Master key (registered system)

Designation Art. no.

Access protection

Access protection
Intermediate shelf, can be attached between 2 drawers, individually lockable as theft protection.
Specification: sheet steel. Colour: grey, NCS S 4502-R.

Suspension file height mm Art. no.

Pair of partition walls for suspended filing cabinet
Only for drawers with front height of 300 mm. As guide rails to hold DIN A4 or folio suspension files, with 
chrome steel slide rails. Partition wall length: 610 mm. 1 row per set. Including fitting material. 
Specification: sheet steel. Colour: grey, NCS S 4502-R.

** For complete use of the drawer

* Drawers with front height of 50 mm must be placed in the top position.
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700 80 725 16.784.XXX

800 80 725 16.785.XXX

900* 80 725 16.786.XXX

1000 80 725 16.787.XXX

700 637 16.788.XXX

800 637 16.789.XXX

900 637 16.790.XXX

1000 637 16.791.XXX

36 x 36 E

Substructures for Quality Stations
Support bases and privacy screen

Height
mm

Width
mm

Depth
mm

Art. no.

Support bases
The Quality Station support foot is a sturdy sheet steel construction, closed on the outside, with holes for 
fastening the top. The support foot can be fastened to the outer edge on the left or right. Floor anchoring 
as well as assembly on a pallet base is possible. Specification: sheet steel. Colour: according to colour chart.

* For cabinet height 800 mm including 100 mm base
	 Attention: can only be used in combination with a cabinet

Height
mm

Width
mm

Order no.

Privacy screen
The privacy screen can be mounted between the support foot and the cabinet. Specification: sheet steel. 
Colour: according to colour chart.

Lista units

Test and inspection workstations

Technisch Bureau Magema B.V. www.magema.com Telefoon: 0172-603484
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717 670 100 16.829.000

1434 670 100 16.830.000

- 670 100 16.831.000

717 693 100 16.828.000

16.758.000

137 100 400 74.073.000

137 100 400 74.074.000

209 160 600 74.076.000

2 x 36 / 36 E 600 1434 725 212 160 12.218.XXX

Accessories for hardware and drawer cabinets
Bases, pairs of castor supports, mobile substructure

Specification Width  
mm

Depth  
mm

Height 
mm

Art. no.

2-way base without cover 

2-way base without cover 
For double cabinet

Base cover

2-way pallet/high-lift truck base
The bases are used to adjust cabinet height and enable fully laden cabinets to be transported by pallet 
truck or forklift. The bases and housing floor are screwed together. Base covers can be attached as side 
covers. The pallet base is operated from the side. Specification: sheet steel. Colour: black.

Specification Width  
mm

Depth  
mm

Height 
mm

Art. no.

Base

Housing base
The bases are used for height adjustment. Specification: sheet steel. Colour: black.

Designation Art. no.

Base metal sheet insert, 36 E wide

Base metal sheet insert
By inserting the metal sheet insert, the space between the front and rear housing base is closed and a 
storage area is created in the niche. Units (E): 36. Specification: sheet steel. Colour: black

Specification Height  
mm

Wheel  
Ø mm

Direction of 
travel

Art. no.

With nylon caster set, black Lengthwise

With rubber castor set, grey Lengthwise

With rubber castor set, grey Lengthwise

Pairs of castor supports
Set consisting of 2 swivel castors with brakes and 2 fixed castors. Castor supports hot galvanised.

Mobile substructure
The substructure is used to hold two housings each with 36 x 36. This steel construction is equipped 
with a pair of castor supports with grey rubber castors. The direction of travel is at right angles to the 
drawer front. Specification: sheet steel. Colour of the tub according to colour chart. Castor supports hot 
galvanised.
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Specification Width  
mm

Depth  
mm

Height  
mm

Wheel  
Ø mm

Art. no.

Technisch Bureau Magema B.V. www.magema.com Telefoon: 0172-603484
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390 350 16.792.XXX

740 700 16.793.XXX

717 40 16.832.000

1434 40 16.833.000

717 40 16.834.000

1434 40 16.835.000

717 x 725 1 16.794.000

1434 x 725 2 16.795.000

1434 x 725 3 16.796.000

1434 x 725 4 16.797.000

717 677 350 16.798.XXX

717 677 350 16.799.XXX

36 x 36 E

Pillar height from
table surface mm

Nominal height
mm

Art. no.

Pair of support pillars
The pillars (on the left and right respectively) are available in 2 heights. With a top length of 1434 mm, 
2 pairs can also be mounted at different heights. Specification: steel section, H punch holes, 50 mm apart, 
at the front and back, for attaching superstructure parts. Supplied with one set of screws per pair.  
Colour: according to colour chart. 

Accessories for hardware and drawer cabinets
Worktops and superstructures

Width mm Thickness mm Art. no.

Resin tops, 725 mm deep
Middle layer made of compressed chipboard, quality class E1 manufactured according to standard 
EN 312-3, HPL (high pressure laminate), 0,7 mm thick, on both sides. Coated laminate, with high impact 
and abrasion resistance. With 2 mm thick PVC edges on all sides. The worktop has 2 cable bushings, 
Ø 60 mm, covered with lockable plastic covers in light grey, RAL 7035. The worktop is equipped with 
all required drill holes including threaded sleeves to mount support bases or housings. Fastening material 
is also supplied. Excluding pre-assembly for fastening to support pillars (see below). Colour: surface and 
edges light grey, NCS S 1500-N.

Width mm Thickness mm Art. no.

Multiplex tops, 725 mm deep
Made of steamed beech veneers, glued in multiple layers and waterproof (DIN 68 705), bevelled edges, 
sanded, oiled and waxed surface. The top is splash-proof, dirt-repellent and largely insusceptible to oil and 
grease. The worktop has 2 cable bushings, 60 mm in diameter, covered with lockable plastic covers. The 
worktop comes with all required drill holes including threaded sleeves to mount support bases or housings. 
Fastening material is also supplied. Excluding pre-assembly for fastening to support pillars (see below).

Top size 
 mm

Specification Picture Art. no.

-

Left

Right

Left + right

Pre-assembly for worktop
It is possible to order the drill holes in the worktop required for the assembly of pillar supports.

Specification nominal width
mm

Usable width
mm

Height
mm

Art. no.

Plain

Perforated

Rear panels plain or perforated
The upper part of the support pillars can be assembled partially or completely with rear panels. All rear 
panels can be attached to the support pillars without screws. Perforated: with 3,6 mm round holes and 
square holes 10 x 10 mm, 38 mm apart. Two 350 mm rear panels can be mounted for pillar height of 
700 mm. Specification: sheet steel. Colour: according to colour chart.

For keyhole hook range 
see page 630  / 631

Lista units

Test and inspection workstations
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717 300 684 295 16.806.XXX

717 350 684 345 16.807.XXX

300 288 100 95 100.447.000

300 288 150 145 100.448.000

300 288 200 195 100.449.000

350 338 100 95 100.452.000

350 338 150 145 100.453.000

350 338 200 195 100.454.000

717 684 200 17.390.XXX

600 230 285 17.393.000

180 15 17.392.000

115 100 180 15 17.391.000

nominal width
mm

Nominal depth
mm

Usable width
mm

Usable depth
mm

Art. no.

Slotted adjustable shelves
The adjustable shelves are equipped with a 15 mm high lip on one long side and can be mounted with the 
lip either at the front or at the back. The adjustable shelves are attached to the support pillars, horizontally 
or inclined 15°, using 2 brackets without screws. Load-bearing capacity 25 kg. Slots 15 mm apart for 
subdivision with dividers. Including 2 brackets. Specification: sheet steel. Colour: according to colour chart.

Nominal depth 
mm

Usable depth
mm

Nominal height
mm

Usable height 
mm

Art. no.

Dividers
For subdividing slotted adjustable shelves. Distance between adjustable shelves must be at least 25 mm 
greater than the height of the dividers. Specification: sheet steel. Colour: light grey, RAL 7035. 

Nominal width mm Usable width mm Height mm Art. no.

Support crossbars for flat-screen monitor holder
Crossbar for mounting flat-screen monitor holders. The hole pattern allows the flat-screen monitor 
to be mounted in three different places and can be attached to the support pillars above the rear panel. 
Specification: sheet steel. Colour: according to colour chart.

Width mm Depth mm Height mm Art. no.

Keyboard shelf including mouse shelf for flat-screen monitor holder
The keyboard shelf including the mouse shelf is fastened to the Vesa plate. Fastening material included.
Colour: aluminium grey, RAL 9006.

Length mm Art. no.

Articulated arm for flat-screen monitor holder
The application area of the monitor can be enlarged by 1 or 2 articulated arms each 180 mm in length. 
Colour: aluminium grey, RAL 9006.

Note on keyboard shelf
The extension, upgrading and combination options 
for swivel arms are endless!

Width mm Depth mm Height mm Art. no.

Flat-screen monitor holder
Wall holder 80 x 180 mm with bearing bush Ø 25 mm to hold the Vesa plate with bearing pins Ø 25 mm. 
The Vesa plate 115 x 115 mm with hole patterns 75/75 mm and 100/100 mm is used to hold the 
flat-screen monitor. The flat-screen monitor holder is rotatable and inclinable. Fastening material included. 
Colour: aluminium grey, RAL 9006.
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